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Sensor Technologies
Measurement & Control Instrumentation

이산화탄소 감지기

신호전송기

E2618-CO2-10K

장점

HVAC, BA, DCV 용으로 설계

벽 장착형 또는 덕트 장착형의 견고한 외함

원격 별매 프로브

안정적인 복수 파장 고밀도 NDIR 감지기

4- 20 mA 또는 0- 10 V로 설정할 수있는 2 개의 선형출력 
RS485 Modbus RTU 디지털 인터페이스

LCD 지시기 별매

  기술규격

Calibration 

Sensing method

Sampling method

Detection range

Resolution

Accuracy

Signal update

Response time (T90)

Calibration interval

Sensor lifetime

Self-diagnostics 

Warm-up time 

Power supply

Power consumption

Digital interface

Analog outputs

Enclosure

Dimensions

Remote sensor probe

Operating environment

Operating conditions

Carbon Dioxide CO2
long-life optical NDIR sensor 
diffusion

0...10 000 ppm CO2

1 ppm

± (50 ppm + 3% of reading)

in the range 300...5000 ppm 
every 2 second

~2 min

up to 5 years 

ca 10 years

full functionality check at start-up 
≤ 1 min

11...30 VDC / 24 VAC

< 2 VA

RS485, Modbus RTU protocol

2 × 4-20 mA / 0-10 V, user settable 
grey ABS plastic,

protection class IP65

H82 × W80 × D55 mm

Protection IP65,

shielded cable

default cable length 3.0 m 
industrial locations

0...+50 °C, 0...85 %RH

LCD indicator option

Operating temperature 0...+50 °C,

Display dimensions 72 × 36 mm

Number of digits 3.5 7-segment

Character height 14 mm

Other features Backlight
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연결배선도

  원격감지기
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*다른 규격의 제품은 별도로 문의 요망
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