Sensor Technologies
Measurement & Control Instrumentation
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Detected gases

Default calibration

Sensor type

Sampling method

Typical detection range
Resolution

Response time T90
Sensor lifetime
Maintenance interval
Operating conditions

Signal update
Self-diagnostics
Warm-up time
Power supply
Power consumption
Digital interface
Analog outputs

Enclosure

Dimensions

Remote sensor probe

Operating environment
LCD indicator option
Operating temperature
Display dimensions
Number of digits
Character height
Other features

Hydrogen, Methane, Acetylene,

Propane, Butane
Methane CH,4

Metal-oxide semiconductor
Option: catalytic bead (pellistor)

Diffusion

MOS sensor catalytic sensor
0...100% LEL 0...100% LEL
0,1 %LEL 1 %LEL

~60 seconds 8 seconds

> 5 years > 2 years

12 months 3...6 months
-30...+70 °C -20 to +60°C

<95 %RH, pressure 1 atm £10%;
ATEX $3°] otd 37,
BT AL FE,

e 71A 4 33, 1% EE EMI I
37, #44 7tX B A2 B
AZY 25 A L.
Every 1 second

Full functionality check at start-up
<1 min

11...30 VDC / 24 VAC

<2VA

RS485, Modbus RTU protocol

2 x4-20 mA / 0-10 V, user settable

Grey ABS plastic, wall mount,
protection class IP65

H82 x W80 x D55 mm

Protection IP65,
shielded cable
default cable length 3.0 m

Industrial indoor and outdoor areas

0...+50 °C,

72 x 36 mm
3.5 7-segment
14 mm
Backlight
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0-10V Modbus
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J1: OUT1 type (open: 420 mA; dosed: 0-10 V)
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OUT2 type (open: 420 mA; dosed: 0-10 V)
retum fo factory settings
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202)2636-4753 www.gilwoo.co.kr

giltron@naver.com





