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Calibration Oxygen 02 =
Sensor type Electrochemical cell 145
Sampling method Diffusion 190 2
115
Detection range 0...25% vol 20 i@"’”e :
Maximum overload 30% vol @
i 240 Olpy ‘
Resolution 0.01 % A e — 1
Signal update Every 1 second
Response time T90 < 15 seconds S 8 8 vl N}
l
Maintenance interval
e 6 months {}7777 77777 o |
Sensor lifetime > 2 years e ®
Self-diagnostics Full functionality check at start-up ll imzs
Warm-up time <1 min )
Power supply 11...30 VDC
Power consumption <2VA
Digital interface RS485, Modbus RTU protocol
Analog outputs 2x4-20 mA/0-10 V, user settable A Au|A
Enclosure Grey ABS plastic
protection class 1P65 w
@ > 16 |ouT1—Input 14-20 mA /0-10V
Dimensions H90 x W145 x D55 mm — 510 |ouT2 Input 2 4-20 mA / 0-10 V_|Controller
H140 with cable glands B B Telv 0V / GND
Operating environment  Industrial indoor and outdoor areas c[O|A— Conrol LED| "Fieldbus OV
e us
Operating conditions ~ -30...+50 °C, 15...95 %RH °10|B-— I +24V gﬁwﬁr
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J1: OUT1 type (open: 420 mA; dosed: 0-10 V)
J2: OUT2 type (open: 420 mA; dosed: 0-10 V)
J3: retum to factory settings
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Output relays

Default alarm set-points

Visual alarm
Acoustic alarm

Power supply

Protection IP65,
shielded cable
default cable length 3.0 m

2 x SPST relays (closing contact),
250 VAC /30 VDC, 5 A max

| (HIGH): set 19.5, release 20.5 %
Il (LOW): set: 18.0 release 19.0 %vol

Red and green LEDs (option)
Buzzer 85 dB (option)

mains 90...265 VAC power unit
(option)

80

234 max
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Operating temperature 0...+50 °C, J3
; i ) 4-20mA/0-10V SroT3lour
Display dimensions 72 x 36 mm 4-20 mA/0-10 V olo
o 0V /GND OU2, contral LED
Number of digits 3.5 7-segment @ g g ov
Character height 14 mm Fieldous eI ’ﬂ RS485
Other features Backlight s vDC Fﬁ ©12]+u=11.30vDC
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J1: OUT1 type (open: 420 mA; closed: 0-10 V)
J2: OUT2type (open: 4-20 mA; closed: 0-10V)
J3:return to factory settings
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