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2 종 가 스  신 호 전 송 기

 E2660-CO-CO2

 장점

지하 차고에서 CO 및 CO2 감시

2 개의 선형 출력 4-20 mA 및 0-10 V
RS485 Modbus RTU 디지털 인터페이스

벽 장착형 IP65 보호 외함

기술규격

Calibration Carbon Monoxide CO 
Carbon Dioxide CO2

Sensors CO: electrochemical cell
CO2: optical (NDIR) sensor

Sampling method diffusion

Detection ranges 0...300 ppm CO
0...10 000 ppm CO2 

other ranges on request

Resolution 1 ppm CO; 1 ppm CO2

Signal update every 1 second

Response time CO: ≤ 30 s; CO2: ca. 2-3 minutes

Maintenance interval CO: 6 months
CO2: maintenance free

Sensors lifetime CO: > 6 years (replaceable)
CO2: > 10 years (non-replaceable)

Self-diagnostics full functionality check at start-up

Warm-up time  ≤ 10 min

Power supply 11...30 VDC/VAC

Power consumption < 2 W

Digital interface RS485, Modbus RTU protocol

Analog outputs universal 2 × 4-20 mA / 0-10 V

Analog output scales user adjustable, independent

Enclosure grey ABS plastic, wall mount,
protection class IP65

Dimensions H90 × W145× D55 mm

Sensor heads M25

Operating conditions -20...+50 °C, 15...90 %RH
non-ATEX areas

 * 다른 규격의 제품은 별도로 문의 요망

 크기
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